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CPT Liquefaction Investigations, Adapazari, Turkey

ZETAS (Zemin Teknolojisi, A. S.)
Rotary wash with 9 cm-diameter tricone bit

Custom made, equivalent to Crealius XC90H
J. D. Bray and R. B. Sancio, U. C. Berkeley
Rope, pulley and cathead method. AWJ rods.
Safety Hammer (per Kovacs et al. 1983)Hammer Type:

UCB-BYU-UCLA
ZETAS-SaU-METU
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Sponsored by:
NSF, Caltrans
CEC, PG&E
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SH: Shelby tube  * Estimated Energy RatioS: Spit Spoon (SPT)
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Fill: Dark brown to black silty
gravelly sand. Fill for burried
sewer canal. Roots from
nearby tree

SILTY CLAY: Alternating
strata of brown-gray, low to
high plasticity silty clay and
clayey silt with fine sand
interbedded with deposits of
silty sand and sandy silt. Gray
color prevails beyond a depth
of approx. 4 m

SAND: Gray fine to medium
sand with silt to silty sand
grading to sand with gravel.
Sample S-1-24-10 is 22%
rounded fine gravel
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SPT-1-24

July 10, 2000
Rodolfo B. Sancio

SFA was used to a depth of 2 m

28.001 m

Not measured, see CPT-1-24
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3.2 m away from CPT-1-24 40.77639°N  30.38296°E


